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CRIST=C

Interconnects,l

5.2 PC BOARD CONNECTORS / MOTS

x| Y z X | Y z

+009 +010 +.009 +010
002 100 23 034 | 3.300 353
003 200 33 035 | 3.400 3.63
004 .300 43 036 | 3.500 3.73
005 400 53 037 | 3.600 3.83
006 500 63 038 | 3.700 3.93
007 600 73 039 | 3.800 4.03
008 700 83 040 | 3.900 413
009 800 93 041 | 4.000 4.23
010 900 1.03 042 | 4.100 4.33
011 | 1.000 1.13 043 | 4.200 4.43
012 | 1.100 123 044 | 4.300 453
013 | 1.200 1.33 045 | 4.400 4.63
014 | 1.300 143 046 | 4.500 473
015 | 1.400 153 047 | 4.600 4.83
016 | 1.500 163 048 | 4.700 493
017 | 1.600 173 049 | 4.700 5.03
018 | 1.700 1.83 050 | 4.900 513
019 | 1.800 1.03 051 | 5.000 5.23
020 | 1.900 2.03 052 | 5.100 5.33
021 | 2.000 2.13 053 | 5.200 5.43
022 | 2.100 223 054 | 5.300 553
023 | 2.200 2.33 055 | 5.400 563
024 | 2.300 243 056 | 5.500 573
025 | 2.400 253 057 | 5.600 583
026 | 2.500 2.63 058 | 5.700 593
027 | 2.600 273 059 | 5.800 6.03
028 | 2.700 283 060 | 5.900 6.13
029 | 2.800 2.93 061 | 6.000 6.23
030 | 2.900 3.03 062 | 6.100 6.33
031 3.000 313 063 6.200 6.43
032 | 3.100 3.23 064 | 6.300 6.53
033 | 3.200 333 065 | 6.400 6.63

#1104 ##E# T

—L HOT SOLDER DIPPED TERMINATION AREA
(IF APPLICABLE)

CONTACT TAIL LENGTH
A=.115+.015 (LONG RT ANGLE TAIL)
C=.175+.015 (LONG RT ANGLE TAIL)
1=.190 +.015 (LONG STRAIGHT TAIL)

NUMBER OF CONTACTS

002 THRU

1. MATERIALS:

INSULATOR - PHENOLIC PER MIL-M-14
CONTACT - COPPER ALLOY

2. FINISH:

3. SPECIFICATIONS:
CURRENT RATING
TEMPERATURE RATING -
INSULATION RESISTANCE ——- 5000 MEGOHMS MIN AT 500 VDC

065

CRISTEK PRODUCT SERIES
CONTACT PLATING A

—-65°CTO+125°C

4. ADDITIONAL INFORMATION:
CONFORMS TO ELECTRICAL & PERFORMANCE
REQUIREMENTS OF M55302/127.
FOR HOT SOLDER DIP OR OTHER OPTIONS,

DWV AT SEA LEVEL —— - 750 VAC CONTACT CRISTEK.
CONTACT PLATING OPTIONS CONTACT RESISTANCE - - 12 MILLIOHMS MAX AT 3 AMPS
1= .000010 INCH THICK GOLD ENTIRE CONTACT INSERTION FORCE -- - 6 0z MAX
30 = .000030 INCH THICK GOLD POINT OF CONTACT WITHDRAWAL FORCE - - 0.5 0z MIN
.000005 INCH THICK GOLD ON BALANCE
53 = POINT OF CONTACT TO BE PLATED PER MIL-G-45204 TYPE II,
CLASS 1, GRADE C OVER NICKEL PER QQ-N-290 CLASS 2
.000040 MIN, REMAINDER OF CONTACT TO HAVE A FLASH OF
GOLD OVER NICKEL.
55 = ENTIRE CONTACT TO BE PLATED PER MIL-G-45204 TYPE I,
CLASS 1, GRADE C OVER NICKEL PER QQ-N-290 CLASS 2
.000040 MIN.
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