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5.2 PC BOARD CONNECTORS / MOTS

Interconnects,l

X ' worl Y| Z X ' wor Y| Z
NO.OF | SPACES| , 010 | 4030 NO.OF | SPACES| , 010 | +.030
CONTACTS - - CONTACTS - -
04 1 10 23 44 21 210 2.23
06 2 20 33 46 22 2.20 2.33
08 3 30 43 48 23 2.30 2.43
10 4 40 53 50 24 2.40 2.53
12 5 50 63 52 25 2.50 2.63
14 6 60 73 54 26 2.60 2.73
16 7 70 83 56 27 2.70 2.83
18 8 80 93 58 28 2.80 2.93
20 9 90 1.03 60 29 2.90 3.03
22 10 1.00 1.13 62 30 300 | 313
24 11 1.10 1.23 64 31 3.10 3.23
26 12 1.20 1.33 66 32 320 | 333
28 13 1.30 1.43 68 33 3.30 3.43
30 14 1.40 153 70 34 3.40 3.53
32 15 1.50 1.63 72 35 3.50 3.63
34 16 1.60 1.73 74 36 3.60 3.73
36 17 1.70 1.83 76 37 370 | 383
38 18 1.80 1.93 78 38 3.80 3.93
40 19 1.90 2.03 80 39 3.90 4.03
42 20 2.00 213
—L HOT SOLDER DIPPED TERMINATION AREA
(IF APPLICABLE)
TERM LENGTH / GRID
1= .120 +.015 (150 ROW TO ROW)
2=.120 +.100 (.100 ROW TO ROW)
3=.050 +.015 (100 ROW TO ROW)
NUMBER OF CONTACTS
04 THRU 80 (EVEN NUMBERS)
CRISTEK PRODUCT SERIES
CONTACT PLATING /2\

1. MATERIALS: 3. SPECIFICATIONS: 4. ADDITIONAL INFORMATION:
INSULATOR - POLYPHENYLENE SULFIDE PER MIL-M-24519 CURRENT RATING CONFORMS TO ELECTRICAL & PERFORMANCE
TYPE GST-40F TEMPERATURE RATING ———— -55° C TO +125° C REQUIREMENTS OF M55302/128.
CONTACT - COPPER ALLOY INSULATION RESISTANCE ———- 5000 MEGOHMS MIN AT 500 VDG~ FOR HOT SOLDER DIP OR OTHER OPTIONS,

] DWWV AT SEA LEVEL —————— 750 VAC CONTACT CRISTEK.
2. FINISH: / i \ CONTACT RESISTANGE 12 MILLIOHMS MAX AT 3 AMPS
CONTACT PLATING OPTIONS INSERTION FORCE — -6 0z MAX
1= .000010 INCH THICK GOLD ENTIRE CONTACT WITHDRAWAL FORCE - — 050z MIN
30 = .000030 INCH THICK GOLD POINT OF CONTACT
.000005 INCH THICK GOLD ON BALANCE
53 = POINT OF CONTACT TO BE PLATED PER MIL-G-45204 TYPEII,
CLASS 1, GRADE C OVER NICKEL PER QQ-N-290 CLASS 2
.000040 MIN, REMAINDER OF CONTACT TO HAVE A FLASH OF
GOLD OVER NICKEL.
55 = ENTIRE CONTACT TO BE PLATED PER MIL-G-45204 TYPE II,
CLASS 1, GRADE C OVER NICKEL PER QQ-N-290 CLASS 2
1000040 MIN.
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