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4.1 D-SUBMINIATURE CONNECTORS / M24308 & MOTS 

D-SUBMINIATURE

ADS-HXP-4

HIGH DENSITY
CRISTEK INTERCONNECTS, INC.

FILENAME

TITLE

.XX ±.01

4
TOLERANCE: 

DWG. NO.

.XXX ±.005

67720
CODE IDENT NO.

SHT

ANGLE ±1°

OF 6
REV

B
Phone: (714) 618-2000
FAX: (714) 535-4897

Anaheim, CA   92805
1301 S. Lewis St.
www.cristek.com

WITH SWAGED END ON

FLOAT MOUNTING BUSHING FLOAT MOUNTING BUSHING

.031 FLOAT FOR

DIA.086 +.005
-.000

REVERSE

MISALIGNMENT

NORMAL

.130 MAX

OVERALL FREE FLOAT

BACKSIDE OF ASSEMBLY

.008±.004

DUAL FLOAT MOUNT

+.005
-.000

.031 FLOAT FOR

.120±.005

THROUGH-HOLE

.139 MAX

.031±.005

MISALIGNMENT .086

STANDARD

RIVET

+.005
-.000.086 DIA

.070
MAX

.049
MAX MAX

.130

DIAMETRICAL

OVERALL FREE FLOAT

RIVET TO BE ASSEMBLED

.008±.004

DIA

OVER FREE
FLOAT .004-.012

WASHER

FLOAT

.031 TOTAL

.049
MAX

.031±.005

MOUNTING CONFIGURATIONS

.090 TYP

.082
.095 TYP

.016

.090 TYP

.0245

C CLL
.008

.078.020

2.406

.0475

CL

.0475

RECEPTACLE PIN 1
SOCKET CONTACT TYP

1.852

.025 .078

.078.020

.095 TYP
.082

.016

.246

LC

.023

2.500

1.312

.025

.090 TYP

.016
.078

.016

.010 .078

.078

.078

LC

.078
.984

.035

90° RECEPTACLE SOCKET CONTACT P.C.B. HOLE PATTERNS

M24308-HD

Shell Size 1, 15 Socket Shell Size 2, 26 Socket Shell Size 3, 44 Socket

Shell Size 4, 62 Socket Shell Size 5, 78 Socket

(LAYOUTS FOR STRAIGHT CONFIGURATION HAVE MOUNTING HOLES ALIGNED WITH
THE MIDDLE ROW OF CONTACTS OR BETWEEN ROWS 2 AND 3 OF THE SIZE 5 SHELL.)

 


