CRISTEK

INTERCONNECTS, INC

series JPK

JACKPOST HARDWARE
FRONT & REAR PANEL MOUNT

.125 HEX

L 4
PART NO. JPK-07

FOR SIZES 9 - 69

.187 HEX.

PART NO. JPK-107

FOR SIZE 100

4-40 UNC-2B THREAD

FOR SIZE 100 (SHOWN)

2-56 UNC-2B THREAD

FOR SIZES 9-69
ENGAGING
FACE

U
LOCK WASHER PLUG OR

RECEPTACLE
RETAINING NUT

FRONT PANEL MOUNT HARDWARE
FOR PLUG & RECEPTACLE

2-56-2B UNC THREAD
ENGAGING FACE

1. ALL JACKPOST KITS INCLUDE 2 JACKPOSTS, 2 LOCK WASHERS
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LOCK WASHER PLUG OR RECEPTACLE

RETAINING NUT 2-56 UNC-2A THREAD

PANEL |DIMEN|JACKPOST | JACKPOST,
THICKNESS| "A" P/N KIT P/N&
3/32 .087 JP-01 JPK-01
1/16 .056 JP-02 JPK-02
3/64 .042 JP-03 JPK-03
1/32 .025 JP-04 JPK-04
.050 .043 JP-05 JPK-05

SIZES 9-69
REAR PANEL MOUNT HARDWARE
FOR PLUG & RECEPTACLE

—

.187 HEX

NEL

4-40 UNC-2B THREAD
ENGAGING
FACE
PA

A

LOCK WASHER PLUG OR
RECEPTACLE
4-40 UNC-2A THREAD

RETAINING NUT

PANEL |DIMEN|JACKPOST |JACKPOST,
THICKNESS| "A" P/N KIT P/N/A

3/32 .087 JP-101 JPK-101
1/16 .056 JP-102 JPK-102
3/64 .042 JP-103 JPK-103
1/32 .025 JP-104 JPK-104
SIZE 100
REAR PANEL MOUNT HARDWARE
FOR PLUG & RECEPTACLE

AICIQ?EZR&T!SAND PERFORMANCE IN ACCORDANCE WITH M83513/05.
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CRISTEK.COM 888.265.9162



