
.735 MAX

AXIAL FLOAT
.040 MAX

CONNECTOR SHOWN
FOR REFERENCE ONLY

ENGAGING FACE
2-56 UNC-2A
THREAD

.735 MAX

AXIAL FLOAT
.040 MAX

CONNECTOR SHOWN
FOR REFERENCE ONLY

ENGAGING FACE
4-40 UNC-2A
THREAD

ENGAGING FACE

2-56 HELICOIL
4-40 THREADED
INSERT

ENGAGING FACE

SIZE 100

SIZE 100SIZE 9-69

SIZE 9-69

K = HIGH PROFILE JACKSCREW
       SLOTTED HEAD

T = HELICOIL OR THREADED INSERT

CRISTEK.COM

REV

2OFSHT
.XXX ±.005 DWG. NO.TOLERANCE: 

MICRO HARDWARE1.XX ±.01
TITLE

NON-REMOVABLE HARDWARE
CMD/CMAANGLE ±1°

888.265.9162

SERIES MICRO HARDWARE
NON-REMOVABLE HARDWARE

CMD/CMA

F



(.093)MAX
.185

.031 .003

DIA
.147

DIA
.093 .003

.014 .004
DIAMETRAL FLOAT
.020 MAX
AXIAL FLOAT

ENGAGING FACE

DIA
.187

MAX
.185

(.093)

.031 .003

DIA
.116 .003

.014 .004
DIAMETRAL FLOAT
.020 MAX
AXIAL FLOAT

ENGAGING FACE

MAX
.155

AXIAL FLOAT
.040 MAX

CONNECTOR SHOWN
FOR REFERENCE ONLY

HEX HEAD
.050 ACROSS FLATS

.050 DEEP, REF

2-56 UNC-2A
THREAD ENGAGING FACE

AXIAL FLOAT
.040 MAX

MAX
.155

CONNECTOR SHOWN
FOR REFERENCE ONLY

HEX HEAD
.078 ACROSS FLATS
.050 DEEP, REF

4-40 UNC-2A
THREAD

ENGAGING FACE

SIZE 9-69

SIZE 9-69

SIZE 100

SIZE 100

F = FLOAT MOUNT

L = LOW PROFILE JACKSCREW
      ALLEN HEAD

1. MATERIALS AND PERFORMANCE IN ACCORDANCE WITH M83513/05
     AS APPLICABLE.
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