
1.107

.965

.480

.480

.480

.561

.638

.561

.480

.480

.480

SQUARE
GASKET

O-RING

69 .5231.957 .4401.7771.515

C
BSC

.923

.773 .298

.298

1.073

1.173

1.323 .298

.298

.298

.480

.480.565

.715

.480

.480

.4801.115

.865

1.477

2.219 .515

.440.523

.6001.800

1.215

1.265 1.473.480 .298

B ED

9

CONTACTS

15

21

31

25

51

100

37

NO. OF A

2.383

1.657

1.507

1.657

1.257

1.357

.957

.005

PIN #1
PLUGRECEPTACLE

SOCKET #1

B

A

C

#2-56 JACKPOST
FOR SIZES 9-69
#4-40 JACKPOST
FOR SIZE 100

SEE TERMINATION

OPTIONS

D

2x .030

SERIES MDV

MICRO-D METAL SHELL, STRAIGHT BOARD MOUNT,
CONDENSED, W/ O-RING/GASKET

CRISTEK.COM 888.265.9162

CONDENSED, W/ O-RING/GASKETANGLE ±1°

REV

4OFSHT

.XXX ±.005 DWG. NO.TOLERANCE: 

MDV1.XX ±.01

TITLE MICRO-D METAL SHELL
STRAIGHT BOARD MOUNT, E

E

.351

MAX

WITH GASKET WITH O-RING

REAR VIEW



HOT SOLDER
ALL 24 AWG

DIPPED

X

METAL MICRO-D STRAIGHT
BOARD MOUNT CONDENSED
W/ O-RING/GASKET

GENDER
   1 = RECEPTACLE, SOCKET CONTACTS
   2 = PLUG, PIN CONTACTS

NUMBER OF CONTACTS
   009   025   051
   015   031   069
   021   037   100

SHELL HARDWARE
   0 = NO HARDWARE
   3 = JACKPOST (.040 PANEL MOUNT)
   4 = JACKPOST (.060 PANEL MOUNT)
   5 = JACKPOST (.070 PANEL MOUNT)
   6 = JACKPOST (.080 PANEL MOUNT)

SHELL FINISH
   A = CADMIUM
   B = ELECTROLESS NICKEL

O-RING
   C = O-RING CONDUCTIVE
   D = O-RING DIELECTRIC
   S = SQ GASKET CONDUCTIVE

TERMINATION
   1 = .109  ±.015
   2 = .140  ±.015
   3 = .172  ±.015
   4 = .190  ±.015
   5 = .250  ±.015
   6 = .125  ±.015

MDV X XXX XX X

MATERIALS AND FINISHES ARE IAW MIL-DTL-83513

3. SPECIFICATIONS:
     CURRENT RATING ------------------ 3 AMPS MAX
     TEMPERATURE RATING ---------- -55° C TO +125° C
     INSULATION RESISTANCE -------- 5000 MEGOHMS MIN
     DWV AT SEA LEVEL ---------------- 600 VAC
     DWV AT 70,000 FT ALTITUDE --- 150 VAC
     CONTACT RESISTANCE ------------ 24 AWG = 25 MILLIOHMS MAX
     CONTACT RETENTION ------------- 5 lb MINIMUM AXIAL LOAD
     ENGAGEMENT FORCE ------------- 6 oz MAX
     SEPARATION FORCE --------------- 0.5 oz MIN

1. MATERIALS:
     SHELL - ALUMINUM ALLOY
     INSULATOR/BACKSHELL - GLASS FILLED THERMOPLASTIC
     PIN/SOCKET CONTACT - COPPER ALLOY
     INTERFACIAL SEAL - FLUOROSILICONE BLEND

2. FINISH:
     SHELL - ELECTROLESS NICKEL OR CADMIUM
     OVER ELECTROLESS NICKEL
     PIN/SOCKET CONTACT - GOLD OVER NICKEL

4. ADDITIONAL INFORMATION:
     DESIGN AND PERFORMANCE IN GENERAL
     ACCORDANCE WITH M83513 WHERE APPLICABLE.
     CONTACT CRISTEK FOR OTHER CONFIGURATIONS.

FOR DETAILS SEE MIL SPEC OR WWW.CRISTEK.COM

SERIES MDV

MICRO-D METAL SHELL, STRAIGHT BOARD MOUNT,
CONDENSED, W/ O-RING/GASKET

CRISTEK.COM 888.265.9162

REV

4OFSHT

.XXX ±.005 DWG. NO.TOLERANCE: 

MDV2.XX ±.01

TITLE MICRO-D METAL SHELL
STRAIGHT BOARD MOUNT,

CONDENSED, W/ O-RING/GASKETANGLE ±1° E



484951536169 54646668 63 56

47 4245 44 3536373940 33 283032 27

2652 505562 60 59 58 576567 4146

25

923 1821 43 3412133816 4297 2

16 5 315 1424 11 101920 1722 8

31

.525

777983 828994 9192 80100 98 9597 8688 85

528487 6196 707399 5567 9093 64 8158 78

5962 6071 697274 5466 6568 63 5657 5375

2751 2933 323944 4142 3050 48 4547 3638 35

13437 1046 192249 416 4043 13 317 2825

226 38 61418 1517 524 23 2021 1112 9

100 CONTACTS

CL

76

.619

15 3

4 2

68

79

.075 TYP*

.100 TYP*

.050 TYP*

.025 TYP*

.075 TYP*

9 CONTACTS

15 CONTACTS 21 CONTACTS

25 CONTACTS

37 CONTACTS
51 CONTACTS

69 CONTACTS

MDV RECEPTACLE PCB LAYOUTS
* SIZES 9-37:.100 X .075 GRID PATTERN OFFSET BY .050

** SIZES 51-100:.075 X .075 GRID PATTERN OFFSET BY .0375

SERIES MDV

MICRO-D METAL SHELL, STRAIGHT BOARD MOUNT,
CONDENSED, W/ O-RING/GASKET

CRISTEK.COM 888.265.9162

REV

4OFSHT

.XXX ±.005 DWG. NO.TOLERANCE: 

MDV3.XX ±.01

TITLE MICRO-D METAL SHELL
STRAIGHT BOARD MOUNT,

CONDENSED, W/ O-RING/GASKETANGLE ±1° E

21273137 2533 2335

34 2232 2436 30 2628 20

315 13 517 11 79 119

216 414 618 12 810

29

.450

4045 4247 44 3750 48 39

38234951 2831 4346 41 20

38

19223234 212730 2629 2435

263317 1114 912 25

3 1713 815 1018 16 5

4

.075 TYP**

.075 TYP.**

.0375 TYP.**

.375

248 616 14 12 10

19111315 57 3

171923 2131 29 27 25

18262830 2224 20

31 CONTACTS

.375

131519 1721

1220 1618 14

137 5911

10 68 4 2

.250

151723 1925

13

21

24 20 1822 16 14

11 7 59 3 1

12 8 6 4 210

.300

1357

8 6 4 2

915 13 11

101214

.175



51 3

2 4

97

86

.100 TYP*

.050 TYP*

.025 TYP*

.075 TYP*

.075 TYP.**

9 CONTACTS

15 CONTACTS 21 CONTACTS

25 CONTACTS

37 CONTACTS
51 CONTACTS

69 CONTACTS

MDV PLUG PCB LAYOUTS
* SIZES 9-37:.100 X .075 GRID PATTERN OFFSET BY .050

** SIZES 51-100:.075 X .075 GRID PATTERN OFFSET BY .0375

SERIES MDV

MICRO-D METAL SHELL, STRAIGHT BOARD MOUNT,
CONDENSED, W/ O-RING/GASKET

CRISTEK.COM 888.265.9162

REV

4OFSHT

.XXX ±.005 DWG. NO.TOLERANCE: 

MDV4.XX ±.01

TITLE MICRO-D METAL SHELL
STRAIGHT BOARD MOUNT,

CONDENSED, W/ O-RING/GASKETANGLE ±1° E

242216 2014

1

18

15 19 2117 23 25

3 7 95 11 13

2 6 8 10 124

.300

36302620 3224 3422

23 3525 3321 27 3129 37

175 7 153 9 1311 191

184 166 142 8 1210

28

.450

999793 948782 8584 9676 78 8179 9088 91

759289 6680 575477 726083 63 9569 98

6865 6756 585553 7361 6259 64 7170 7452

5127 4945 463934 3736 4828 30 3331 4240 43

264441 1732 8529 2311 3835 14 4720 502

251 2419 21139 1210 223 4 76 1615 18

100 CONTACTS

CL

100

86

.619

15139 111 3 5 7

168642 1210 14

312925 2717 19 21 23

30222018 2624 28

31 CONTACTS

.375

4439 4238 41 4936 37

48472119 2522 4340 45 50

51

35312320 332724 2926 301

341442 3296 288 12

17 181510 137 113 5 16

46

.375

.075 TYP.**

.075 TYP.**

.038 TYP.**

696866645648 63535149 54 61

25 3027 28 3736353332 39 444240 45

4665 676255 57 58 59 605250 3126

47

162 74 29 381312349 214318 23

2419 20 2210 111 14 1565 83 17

41

.525

8642

1 3 5 7

159 11 13

141210

.175

201814 1612

2113 15 19

1195 731

2 64 8 10

17

.250


